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Scope and Safety

4 SCOPE

* The purpose of this document is to describe requirements and basic operating instructions for

the FEI Helios SEM/FIB System. The use of this tool 1s limited to approved processes only.
O SAFETY

* Be sure that you are trained and signed off to use this equipment.

* Be sure to keep all doors and protective shields in place before operating this equipment.

* Use care when operating around high voltage or high current.

* If you are unsure about any procedure or indication while operating this equipment be sure to
contact a staff member or trainer for assistance.
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Beginning your session

Note:

» Always check the stage in quad 4 on the screen when loading/unloading your samples.

» Please contact staff for ferromagnetic powers/particles or small samples.

» For ferromagnetic samples, place your sample securely on the stub so that samples will not hit the objective lens.

Starting your session
1. StartiLab. B S
2. Log in to the user software ~a =
3. Load your sample R :
1. Transfer the stage from the main chamber to the interlock chamber p— — '
* ‘Unload button’
2. Wait until the stage transfers to the loading/unloading chamber
3. Release the stage: ‘Release’ button
4. Pick up the stage, load your sample, and place the stage back on the stage holder
» Refer next slide for the sample mount on the stag
5. Click ‘Load’ button
6. Wait until the stage transfer is completed
4. Take a Navigation picture
1. In the menu, ‘stage’ — ‘take nav-Cam Photo’
2. Explore the sample locations by clicking the specific locations in the picture at 3" quad

State: Loaded
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AggieFab Nanofabrication Facility I | TEXAS ASM JREE | [oos s rsneerns £y | St



Sample mount and loading/unloading

Unloading Sequence
1. Push the Unload / Release button to start the unloading
sequence (lit is blinking). After finishing, the Loadlock is
vented and the lid can be opened. Both buttons are enabled.

Sample stage: five slots

2. Open the lid, the Clamp / Load button becomes disabled.
Push the Unload / Release button to release the carrier from
the Loadlock arm.

3. Take the carrier out from the Loadlock arm.

Loading Sequence

1. Place the carrier on the Loadlock arm, making sure that all
three alignment rubies are positioned properly. The Clamp /
Load button becomes enabled (lit is on).

Figure 5-7 Alignment Rubtes with Only Two Shown

ample height

2. C(lose the lid and push the Clamp / Load button. The loading
sequence starts (lit is blinking).
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Toolbar icons/menus

Toolbar Left Half

Reduced
Area Videoscope
Be=am High Lemns Auto Contrast Presat Soan Pixel
Selection Voltage Alignment EBrightness Speeds Resolution

| | | | | |
ﬁvl:hr IOk 020 ra @' —] |:|' e 'f_l' L = T » (M 268 ¢ s1z

Magnification Beam Link £ to Silow Fast
Current WD Scan Scan
Direct Auto
Adjustrents Focus
Toolbar Right Half
Select Filter Measurement System Frocessing
Mode Tools Parameters Fage
Fhotod FlB Reset Mawvigation Sample Prep
Snapshot Immersion Patterning Page Fage

| | | | |
oWl ] BB 2o e Btk (0 B [l Bt
|

Beam Pause Alternate Electron/ Record  Alignments Patterning Alignments
Blank lon Scanming Movie List Fage Fage
Select SEM StartPause/Resums Beam Control Detectar
Ml ode Fatterning Fage Fage
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Turn on lon Beam

2. Press ‘Wake Up’

1. One time mouse click anywhere on the 2" quad to activate it

e cos & an  Puteeg  Soge  Took  Wedow wiallnlfclolfs]r] ®[2l2]lalls][3]a]le S?Stem 2
: \ . ¥ Hoore B arss fiil.. - - . 0\ue D =]l @] St
Column T

1 Beam Current

SRCTED
High Voltage
.00 kv B

w

k|| k|l

Ga+ source completely heated up
* Green bar
* Yellow button

e System
: Column (8.4
Rgeeas i [~ Beam Current

= T

- High Voltage

N 30.00 kv B
7

Magnification
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Start Electron beam

Pages Toolbar

One time mouse click anywhere activate SEM menu

vellow band indicates Navigation Processing Sample Preparation

selected page \ ‘ ‘
3:;' 4':4 nnr |.- @ =JD T.L-riAlignments

Beam Control

Patterning Detector
Beam control page
o meEn
— Turning e-beam
: jﬁ 1. Click ‘Beam control in the Pages Toolbar
: T —— 2. Click 1st quad on the monitor screen
Tee " 3. Select the voltage and current
| | == = Menu bar or
Y = ‘Beam Control page’
* % - 4. Click the Beam on button under the ‘Beam
Control page’ tab
e — 5. Unpause the screen using the ‘Pause’ icon
Swx

TEXAS A&M UNIVERSITY
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E-beam alignment

Note: It is recommended to do the e-beam alignment when the imaging

location or beam conditions changed. ‘Direct Adjustments’
1. Focus on the surface with the magnification you will do beam _ stigmator Centering *
0 pe ratl ng . Source Tit U Centering
2. Adjust stigma 5
3. Do lens modulation
1. Click ‘Direct Adjustments’ icon i
2. Click ‘Crossover’ button and center the beam
3. Click ‘HV Modulator’ and make the image static by e Cner l mmm,&/'
adjusting the horizontal and vertical lines. Click and drag N
the lines one by one.

4. Adjust focus and stigma again.
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Eucentric height

1. Link Z to working distance ‘Z to WD icon’ ‘Nevigate’
» Focus on the sample surface with SEM
» Click 'Zto WD’ icon: the icon changes its shape with

B P~ e B th

Stage

& ¢ Redquestion mark: The function is enabled and the link
between 7 and FWD is unknown. Use the function as soon as

. - - . N Bulk | Flip | Tilt Correction | EasyLift
possible, after properly tocusing the image.
) = =

Actual
¢ Red circle: The function is enabled. Z is roughly linked to

g reen arrow. = FWD, but it needs correction. This could happen atter N e ;J
changing the sample, focusing and linking Z to FWD at a long R 5:6166 mm (4]
working distance (WD), and then moving the stage to a short Z *0 | 11.4882 mm (4]
H H WD. Focus the imaee carefullv at a WD around 4 mm and use T 52.0 £l
2. Set the working distance to 4 mm. thin function again® : il t( =

| i ( i ) *  Green double-ended arrow: The function is still enabled and ompucentric: (/] Rotation [ Tk

I n pUt 4 In the Z N aVIQate page A Z is properly linked to FWD. It is now safe to change the WD
- CliCk ‘go to’ button hv eattine a 7 canrdinate an the Grace naoe

3. Find Eucentric height/point: the height of the stage where
the specific point remains the same at tilt = 0 and 52
»  Set magnification X1000
» Find a recognizable feature, and center it under the Stage move up/down
yellow cross by moving the stage :
» Watching the feature, change the stage tilt to 10°. Using 4 4 P4
the Z control, bring the feature back under the cross = 4 FJ
» Repeat the previous step at 20° or 30° P ‘
= Repeat at tilt = 52° Click these places to
move the state up &
down

W' ¥
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FIB operation

B @ fg® > th

Starting lon-beam, tilt = 52° Vacuum R
| Veng_‘
1. Click 2" quad on the screen SV st
Wake Up Sleep \
2. The Ga ion source was activated previously by clicking o > %
the ‘Wake Up, button. (=) | Beam Current =
[ Beamon J|lv  100pa[-]4
3. Select the ‘Beam Current’ and ‘High Voltage’: those can High Vokage —
be selected in the ‘Beam control page’ or in the menu bar. Gr 200k ||
Magnification ? %
4. Before scanning I-beam, adjust the magnification.
Aperture use
5. Once the 2" quad is unpaused, the ion beam scans the L1 pA | Highresolution imaging
7.7 pA | High resolution imaging
Sample area. 24 pA | High resolution imaging, small cross section cleaning
] ] 40 pA | General resolution imaging, cross section cleaning
6. Sh|ft the I'beam or E'bea tO a“gn them 80 pA | General resolution imaging, cross section cleaning
] ] 230 pA | Imaging, cross-section cleaning
7. Adjust focus and stigma 430 pA | Cross-section cleaning
790 pA | Medium bulk milling or large cross-section cleaning
2.5 nA | Large cross-section cleaning
9.3 nA | Rough bulk milling for large cross-sections
21 nA | Extremely rough bulk milling for large cross-sections
47 nA | Extremely rough bulk milling for large cross-sections
65 nA | Extremely rough bulk milling for large cross-sections

. . . ofo Texas A&M Engineering TEXAS A&M UNIVERSITY .
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Patterning tap (1/2)

1. Select a pattern from the Pattern Selector and draw a pattern in the active quad (15t quad: electrons, 2"

quad: ions).
0L e L 5
Rectangle Cleaning Regular Circle Polygon Line Bitmap or
Cross Cross Stream Flle
Section Section
2. Select a beam for patterning from the toolbar.
3. Enter a value in ym as the depth in the Property Editor.
4. Select the milling aperture.
5. Focus and stigmate the beam on the area adjacent to the pattern.
6. Snapshot a single frame to confirm the pattern position.
8. Select Patterning > Start Patterning or click Start Patterning on the toolbar to begin milling.
9. Pause, resume, and stop patterning by clicking the corresponding buttons in the menu bar
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Patterning tap (2/2)

Pages Toolbar

1B G v im @ 2 Tl

FPattern ?

] (1)( [~ o[

Click drop down menu

| v Rectangle

1 Cleaning Cross Section
Regular Cross Section
Circle

Line

Pobygon

Bitmap

Stream File

Build Pohygon
Build Array...

Patterning Properties

Basic | Advanced | Progress | 5. Mill

Mame Yalue
APPICEHON 2
xosize 0 pm

' size 0 pm

£ size 0 pm
scanlirection Bottam To Top
DwellTime 0=

Beam Electron

Time 0=

Beam Current 0 paA

Application: Name of the application. Clicking the value
field produces a dropdown arrow and list of applications.
The parameters for the selected application are
automatically set for the subsequent properties.

Scan Direction: Bottom to Top or Top to Bottom, etc.
Beam: The beam used for patterning

Beam Current: The amount of current striking the sample.
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TEM lift out grid

Placing TEM grid holder on the base Clamping the grid Releasing the holder

(2) put the grid in the holder

Flip and align

unscrew & release the holder
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TEM sample holder

TEM grid holder

Dedicated stage for theTEM grid holder

4/18/2023 | x:-47.1570mm | HFW det 30 mm
1:40:18 PM y: 48.9999 mm | 68.7 mm | Nav-Cam Nav-Cam

TEXAS A&M UNIVERSITY
Department of Electrical
& Computer Engineering

TEXAS A&M 73
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TEM sample lift out flow

1. Cap deposition 2. trenches

.‘:'

Tilt = 52

Bulk | Flip | Tilt Correction | EasyLift

(@ Jog O Step Rotatpn Step
200 nmfs ¥

5 o
: ‘ = e s ]ZJ. @@
Fie Edit Detectors Scan Beam Patterning Stage Tools Window Help L]

& -losoox 300Ky [24pa Slnal g @ © B <|wons > D l1s36x1024 @ -'ﬁ'@m:' B % ©l- > = o & i X; Y £ R =000
E Status: Ready ‘Retract’ to insert and
[_retract the tip.

Update

4

Remove

@ select ‘Park position’

[y | et % (5 manipulate the tip with the Jog

9
j@

TEXAS A&M UNIVERSITY
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Cap deposition

@ Click ‘start’ - triangle

| stop Hide Ul Stop Ul

Bl ]
e - B % B 20 8

.1 build 3318 - sungoh21 (Supervisor)
Patterning Stage Tools Window Help

B B D <|[s00ns |>

4 xT microscope Control v5.
Fle Edit Detectors Scan

& -3 500x

@E]E]E]E]EI[B

B ||

Beam

%

Il

30.0kV ||0.43 nA

| Pattern

1 -Rectangle 1

/ @Appllcatlon Pt_M

Basic | Advanced | Progress | Sel. Mill | EasyLift

9:14:57AM 300ns 2.00kV 3500x 3.5mm | 1.000 ETD

B 31 V2 A AR i OGO ST . 2 FAE Ll o N 11| S W

4 mm

Current Progress [

Name |Value
Application Pt_M
Xsize 12.00 pm
Y size 1.50 pm

Zsize 1.00 pm

ScanDirection Bottom To Top

DwellTime 200.000 ns

Beam lon

Time 0:01:31

Beam Current 426.00 pA

Progress

Total Time: 0:01:31

L (@ Insert the nozzle by

click the green square for

MultiChem ?
In GasT Flow Pt
= 80.00%
@c Ready 80.00%
B H20 Ready 1.00%
W XeF2 Off 1.00%
[@ TEOS Ready 10.00%
End Point Monitor 2
iSPI | Monitor | Settings
[[Jon []Pause []Save
Time Interval 1.00s
< >
Status. ?
Specimen Current: 1.8 pA
Ion Beam Current:  392.3 pA

A K=

TEXAS A&M UNIVERSITY

TEXAS A&M

UN VERSITY.

IEEz |

Texas A&M Engineering
Experiment Station

A

Department of Electrical
& Computer Engineering
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Cap deposition

1. Deposition for protecting the sample. Example: carbon and Pt deposition
1. E-beam induced deposition, stage tilt = 0°
In the ‘Pattern’ tab, draw a rectangle pattern in the 15t squd (SEM)
In the ‘Application’, select ‘C e-dep surface’
Insert gas injector needle: click the square for the gas you want to use
Hit the start icon, triangle in the menu
Low HV (<5kV) and high current (~26nA)
Retract the gas nozzle

S ol

2. |-beam induced deposition, stage tile = 52°
1. Align the SEM and the FIB images using ‘beam shift
2. Click the 2"d sgad, and draw the pattern on the pattern
3. Ex) carbon & Pt deposition, carbon deposition ‘C_M and followed by Pt, ‘Pt _dep’
1. lon beam current depends on the size of patterns.
2. Check focus, stigma, and shift when the beam current changes
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Trenches

@ Click ‘start’ - triangle

i XT microscope Control v5.5.1 build 3318 - sungoh21 (Supervisor)
Fle Edit Detectors Scan Beam Patterning Stage Tools Window Help

N O

@ Application: Si or
other materials

none
0pm
0pm
0 pm
Bottom To Top
Ops
lon
0ps
|Beam Current 0pA

Progress
Remaining Time: 0:21:10

Overall Progress Tu ngStE n

Current Progress

‘o0 19:14:57 AM 300ns | 2.00kv 3500x 3.5mm |1.000 ETD 0.10nA | Helios — ] | 2AM | I 13.1 | MultiChem g
8 - oY o - [ Insulator
\,/« /

Pt Ready 80.00%
Ready 80.00%

1.00%

0%

Ready 10.00%

Dynamic Focus: 52°

y. 4

End Point Monitor
iSPI | Monitor | Settings
Y. ‘V’!‘V ’ ’
g (o] P:
g J’.’ [Jon []Pause []Save
Time Interval
B

Specimen Current: ~ 106.10 nA
Ion Beam Current: ~ 390.9 pA

‘ | 4/20/2023 x:-47.1570mm  HFW  det = s = @ | 42012023 | det x:-13.4360mm |t | - - - %g ’EB %o
| & | 8:45:45AM | y: 49.0001 mm | 80.2mm |Nav-Cam | 1 & 9:20:29AM | CCD | y:-2.4336 mm  52°

AggieFab Nanofabrication Facility f[n | TEXAS AsM JEER | [ eneerns. ATy
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Trenches

1. Cross-section cuts — ‘Regular Cross Section 1’ top and bottom of the protection pattern
1. Draw the cut patterns that are a couple microns wider than the protection pattern
2. For bulk cuts, high current might be chosen. Adjust focus and stigma.
1. Turn off the beam blaker, full screen, and then check the beam using the snapshot
1. ‘Scan’— ‘Spot’ mode. Select the point where the beam is pointing at.
2. ‘Scan’— ‘Beam Blank’. I-beam exposure immediately.
3. ‘Scan’— ‘Full Frame’.
2. Put the gaps between the cut and the protection pattern according to the beam size
2. Cleaning cross section cut with two or three lower aperture (~20nA or less if needed)
1. Application - ‘Si New”™
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Easy-Lift: micromanipulator

®

T ——— i) I | swp Hide UI stopUl | X / 2 (&[] H { ’
5 ‘ e @== @) Click ‘Insert To

‘F|le Edit Detectors Scan Beam Patterning Stage Tools Window Help
: @ © B <o |3[®]is36x1024 |0 [l - B FH %6 (= > =@ &1k B & |l @ B/ 1ht
Stage ?

% - 100x 2.0kv |100pA

Bulk | Flip | Tilt Correction | EasyLift

® Jog O Step Rotation Step
10pm/s ¥ 5° v

[SEYEIREY

X,Y z R )10 p: .. ,
(¥ ; @ select ‘Park position

Status: Retracted top

Add
Update

Remove

Remove all

EasyLift insert needle

\?‘/ Do you want to insert the EasyLift needle to the position?

[ Park position ] [ Cancel

Stage Z ?
Down Up
< >
Load Lock 2

State: Loaded

Detectors 2
Contrast 62.3
< >
Brightness 41.2
< >
Status ?

LR =

'y . . TEXAS A&M UNIVERSITY
‘ TEXAS A&M ﬁ ‘ Texas A&M Engineering Department of Electrical

Experiment Station & Computer Engineering

UNIVERSIT Y.



TEM sample lift out

5. Lift out the sample

# xT microscope Control v5.5.1 build 3318 - sungoh21 (Supervisor) Bl | sop Hide Ul StopUl | X| FEX)

File Edit Detectors Scan Beam Patterning Stage Tools Window Help L] @@EE@ E]
& -soox  [s00kv [25m @ |8 5 ® @ <|wons |> P |1536x 1024 ‘.ﬁl-@\mv BRI EATR B G e BTl

e ¥l
. A 2090909090 e ||| Fatem
«

2| o
)
y || |&

1 -Rectangle 1 v

Basic | Advanced | Progress | Sel. Mill | EasyLif

Name [value
Application Si

Xsize 913.14nm
Y size 4.07 pm

Z size 10.00 pm
ScanDirection Bottom To Top
DwellTime 1.000 ps
Beam lon

Time 0:01:38
Beam Current 263nA
Progress

Total Time: 0:01:39
Overall Progress ()
CurrentProgress ()

Select Al

MultiChem ?
In Gas Type Status Flow ]
[E rt Ready 80.00%
[E C Ready 80.00%
O H20 Ready 1.00%
B XeF2 off 1.00%
[E] TEOS Ready 10.00%
End Point Monitor ?

iSPI Monitor | Settings'

[Jon [JPause []Ssave

Time Interval 1.00s
< >
Status ?
Specimen Current:  -34.3 pPA
Ion Beam Current: ~ 2.62 nA

, = dux

UNIVERSITY

Texas A&M Engineering

TEXAS A&M UNIVERSITY
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TEM sample lift out - continued

# xT microscope Control v5.5.1 build 3318 - sungoh21 (Supervisor) Hide Ul Stop UI
Fle Edit Detectors Scan Beam Patterning Stage Tools Window Help E]E] E]E]E]
# ~[5 so0x & /| A > B~ @ | th
: i Stage
Bulk | Flip | Tilt Correction | EasyLift |

® Jog O Step Rotation Step

co 00

Stop
[Park posiion ______ [IINCRE
‘ Add
Update
Remove

| |_Remove al

7/13/2023 | dwel W | W | wp  |[megEB | ar
2:45:58PM | 100ns 30.00kV 82.9pm 13.1mm 2500x 80pA

Lo
5

bulkout

Stage Z
Down
<

Load Lock

State: Loaded

T —
Detectors

Contrast

7/13/2023 | x:-47.1570mm | HFW det | — - L @ 771312023 det | x:-55900mm | e |
:25AM | y: 49.0001 mm  80.2 mm Nav-Gm Nav-Cam | 2:46:13PM CCD  y: 13.5107 mm 0° i

AggieFab Nanofabrication Facility i | TEXAS AsM TEER | Texes hs Engineering £y
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Place the sample on the grid

| N 15
@ [1J2)(z)()s]0e] (=]

|~ | ® | B th

# xT microscope Control v5.5.1 build 3318 - sungoh21 (Supervisor) GY | stwp Hidle Ul Stap Ul

Fle Edit Detectors Scan Beam Patterning Stage Tools Window Help
& -5 ooox @ | @0 s |5 Oliszexi0o |0 (] - ] PRI % BI- 2 ®
T Pattern ? 1

7 : ’ :
I n P, o T ¥ 2 [«
= L “« |« > »

e

30.0 kv (80 pA

Basic | Advanced | Progress || Sel. Mill | EasyLift

Name IVaIue |
Application none

X size 0pm

Y size 0pm

Z size 0 pm

ScanDirection Bottom To Top
DwellTime Ops

Beam lon

Time Ops

Beam Current 0 pA

Progress
Total Time: 0

Overall Progress
Current Progress [

| 7/13/2023 | dwel | HV | magEl | WD |[imRatio | det | cum || e 20 pm —
| 5:08:42PM  3ps 2.00kv 2333x 3.8mm 1000 ETD 0.10nA | Helios MultiChem ?
N In Gas Type Status Flow

Pt Ready 80.00%
[E C Ready 80.00%
3 H20 Ready 1.00%
B Xer2 Off 1.00%
[E TEOS Ready 10.00%

4 mm-—

R SO
i
- =m»

J—

B

l I| End Point Monitor ?
{ iSPI | Monitor | Settings

- [Jon [JPause []save

TEM grid:
The lamella can be oriented by

rotating the stage or the micro-
“= manipulator

Status 2
Specimen Current: 0.8 pA
Ion Beam Current: ~ 78.9 pA

4% %

EXAS A&M Texas A&M Engineering

TEXAS A&M UNIVERSITY
Department of Electrical
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Shutdown the system: FIB session

If you used the micromanipulator,
Retract the micromanipulator

@ ©)

£la](5])(e] [+]
w | i @ | & Th

1])[2]
B @

Stage

,_ @ Retract

Bulk | Flip | Tilt Correction | EasyLift

@ Jog O Step Rotation Step
200 nmfs %

50 W
ENE)
}{,Y i R=|010

] ¥)[v]

Status: Ready @ get away from
i
Park postion sample area using

pdere  joOystick

Remove

@ Click ‘Park position’

AggieFab Nanofabrication Facility

Finish the secession

. Click the ‘Pause’ button to stop beams
. Tun off the lon-beam:

« Click 2" quad
* Click ‘Beam On’ AND ‘Sleep’ button

. Tun off the Electron-beam:

* Click 1stquad
« Click ‘Beam On’

. Settilt=0
. Unload your samples
. Transfer the stage back to the main chamber:

« wait until the stage comes back to the main chamber
« Check visually through the CCD CAM at quad 4.

. Log off the SEM/FIB software

* File —log off

. Log off iLab

AF‘[ ‘ TEXAS A&M ﬁ Texas A&M Engineering AM Department of Electrical
UNIVERSITY. ;
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Shutdown the system: SEM session

Finish the secession

1. Click the ‘Pause’ button to stop beams
2. Tun off the Electron-beam:
« Click 18t quad
* Click ‘Beam On’
3. Settilt=0
4. Unload your samples
5. Transfer the stage back to the main chamber:
« wait until the stage comes back to the main chamber
* Check visually through the CCD CAM at quad 4.
6. Log off the SEM/FIB software
* File —log off
/. Log offiLab
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Revision history

SIGNATURES AND REVISION HISTORY

1. Original author of this document: Dr. Sung Oh Woo

2. Original author Title or Role: Research Engineer

3. Date of original: 9/1/2022

4. Revision B notes: description of the LMIS handling is added

5. Revision C notes: FIB SOP separated from previous Helios SOP
Approvals:

Technical Manager Signature:

Date:

Revision Author Date

Original Issue Sung Oh Woo 9/1/2022
Rev B Sung Oh Woo 6/7/2024
Rev C Sung Oh Woo 7/3/2026
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